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‘Input’ Indicates Information Required From Design Engineer

COVER BASES OR FRAMES TO BE BEDDED ON 250 THICK MINIMUM
ROAD BASE MATERIAL WHEN LOCATED IN CARPARKS AND RIGHTS OF WAY.

TABLE 1: AIR RELEASE POINT
LOCATIONS AND VALVE SPINDLE DETAILS
RUNNING PINDLE
CHAINAGE / COOR(E')"ATES EXTENSION
DISTANCE (REFER NOTE 2)
(m) EASTING NORTHING LENGTH 'L’

" Input’ ' Input’ 'Input’ 'Input’

FOR COMMON SPECIFICATION NOTES
REFER DRAWING CA01-1-3

ADDITIONAL NOTES:

1.
2.

CAMLOCK ADAPTORS TO BE ALUMINUM, INSTALLED WITHOUT CAP.

REFER DRAWING CAO1-—-1—4 FOR TYPICAL DETAILS OF GATE VALVE SPINDLE EXTENSIONS.
THE DESIGNER SHALL INPUT SPINDLE EXTENSION LENGTH 'L’ TOGETHER WITH AIR RELEASE

LOCATIONS IN TABLE 1.

SOIL REFILL MATERIAL SHALL BE COMPACTED AS PIPE UNDERLAY TO A DENSITY RATIO

NOT LESS THAN 92% OF MAXIMUM MODIFIED DRY DENSITY AS DETERMINED BY

AS 1289.5.2.1, AS 1289.5.4.1 AND AS 12895.8.1.

REFERENCE DRAWINGS

PLAN AND LONGITUDINAL SECTIONS
TYPE 10, 40 & 90 PUMPING STATIONS -

COMMON SPECIFICATION NOTES — SHEET 1 OF 2
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