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1. SOIL, OTHER THAN SAND, AT VALVE PIT FOUNDATION LEVEL SHALL BE EXCAVATED TO A MIN. DEPTH OF SOIL, OTHER THAN SAND, AT VALVE PIT FOUNDATION LEVEL SHALL BE EXCAVATED TO A MIN. DEPTH OF 300mm BELOW PIT BLINDING LAYER FOR REFILL WITH SAND. FOUNDATION AND REFILL MATERIAL SHALL BE COMPACTED AS PIPE UNDERLAY TO A DENSITY RATIO NOT LESS THAN 95% OF MAXIMUM MODIFIED DRY DENSITY AS DETERMINED BY AS 1289.5.2.1, AS 1289.5.4.1 AND AS 1289.5.8.1. 2. REFER DRAWING CA01-1-4 FOR TYPICAL DETAILS OF ADJUSTABLE PIPE SUPPORT STANDS, REFER DRAWING CA01-1-4 FOR TYPICAL DETAILS OF ADJUSTABLE PIPE SUPPORT STANDS, VALVE SPINDLE EXTENSIONS AND GUIDE BRACKETS. 2.1. A RANGE OF (STANDARD) VALVE SPINDLE EXTENSION LENGTHS IS AVAILABLE FROM AUTHORISED A RANGE OF (STANDARD) VALVE SPINDLE EXTENSION LENGTHS IS AVAILABLE FROM AUTHORISED SUPPLIERS.  2.2. AN ADDITIONAL (TYPE 2 OR EQUIVALENT) VALVE SPINDLE GUIDE BRACKET SHALL BE PROVIDED TO AN ADDITIONAL (TYPE 2 OR EQUIVALENT) VALVE SPINDLE GUIDE BRACKET SHALL BE PROVIDED TO SUPPORT AN INTERMEDIATE SPINDLE JOINT WHERE TWO JOINED (STANDARD) SPINDLE EXTENSION PRODUCTS ARE PROPOSED AND WHERE THE SPINDLE JOINT IS FARTHER THAN 300mm FROM AN EXISTING SPINDLE GUIDE BRACKET. 2.3. THE DESIGNER SHALL INPUT PIPE SUPPORT HEIGHT 'H', PIPE SUPPORT CRADLE RADIUS 'R2' AND THE DESIGNER SHALL INPUT PIPE SUPPORT HEIGHT 'H', PIPE SUPPORT CRADLE RADIUS 'R2' AND SPINDLE EXTENSION LENGTH 'L' TOGETHER WITH VALVE PIT LOCATIONS AND LEVELS AS REQUIRED IN TABLE 1. 3. ONLY PRECAST REINFORCED CONCRETE COMPONENTS LISTED ON THE WATER CORPORATION ONLY PRECAST REINFORCED CONCRETE COMPONENTS LISTED ON THE WATER CORPORATION STRATEGIC PRODUCT REGISTER AND SELECTED BY THE DESIGNER TO MATCH ASSESSED SITE CONDITIONS SHALL BE PERMISSIBLE. 4. BRICKS SHALL BE STANDARD SIZE 230x110x76. BRICKS SHALL BE STANDARD SIZE 230x110x76. 5. ASSISTED LIFT COVER AND FRAME (MMR 21261) SHALL BE SUPPLIED BY THE WATER CORPORATION. ASSISTED LIFT COVER AND FRAME (MMR 21261) SHALL BE SUPPLIED BY THE WATER CORPORATION. ASSISTED LIFT COVER CONCRETE SURROUND ASSEMBLIES SHALL BE POSITIONED SO THAT COVER HINGES ARE REMOTE FROM VALVE SPINDLE POSITIONS. 6. PRECAST RC PIT COMPONENTS SHALL COMPLY WITH SPS 700. ACCESS COVER ASSEMBLIES SHALL COMPLY PRECAST RC PIT COMPONENTS SHALL COMPLY WITH SPS 700. ACCESS COVER ASSEMBLIES SHALL COMPLY WITH SPS 801 AND SPS 802 AS APPLICABLE. 7. FIXING HOLES INTO RC LINER WALLS SHALL BE AT LEAST 50mm CLEAR OF LINER JOINTS. HOLE DEPTH FIXING HOLES INTO RC LINER WALLS SHALL BE AT LEAST 50mm CLEAR OF LINER JOINTS. HOLE DEPTH SHALL BE AT LEAST 20mm SHALLOWER THAN LINER WALL 8. PIT, VALVE AND SPINDLE GUIDE BRACKET SHALL BE POSITIONED SO AS TO PROVIDE A FLANGE FASTENING PIT, VALVE AND SPINDLE GUIDE BRACKET SHALL BE POSITIONED SO AS TO PROVIDE A FLANGE FASTENING CLEARANCE NO LESS THAN 300 OFF LINER WALL.
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