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LIFTING LUG.
EXCLUDING BACKING PLATE.
SEE AY58-16—1
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POTABLE GRADE CONTACT ADHESIVE—/

GASKET GLUED TO

OVER FLANGE WITH

WASHER

DN600 M.S.C.L. SPIGOT -
610 O0.D. x 12.7 THICK M.S. PLATE

DETAIL

A
NS

DNB600 COVER FLANGE

DNB0OO FLANGE
MACHINE AFTER WELDING
TO MANHOLE SPIGOT

x 12 THICK CEMENT MORTAR LINING
OR EPOXY LINED

(LINING TO MATCH THAT OF MAIN PIPE)

FLANGE | FLANGE | o avar M&\lg?g%
LINE PRESSURE | FASTENER -
o PRODUCT No. ase | bRoPERTY GAggET FLANGE GASKET TYPE A RECORD
PN CLASS (MMR) | ¢
IMS—600x12.70PL—PN16 16 8.8 720 3mm EPDM 200 18734
2 | IMS—600x12.70PL—PN21 21 8.8 740 3mm COMPRESSED FIBRE 250 18735
IMS—600x25.00PL—PN35 SEE

NOT
1.

E

FLANGES AND BOLTS SHALL COMPLY WITH AS 4087. FLANGE ASSEMBLY SHALL
COMPLY WITH AS 4087, APPENDIX 'C’.

IF REINFORCING REQUIRED THEN REFER TO TABLE 13.1 IN DS 60

35 8.8 740 Smm COMPRESSED FIBRE NOTE 5 20737

FOR FLANGE WELD DETAILS SEE AY58-15-1.

- // '%ZED%? IF REQUIRED GASKET MATERIAL SHALL COMPLY WITH DS 31.
L WHERE A REINFORCEMENT CROTCH PLATE IS REQUIRED THEN DIMENSION ‘A’
ABOVE SHALL BE DETERMINED BY THE DESIGNER.
REINFORCING
COLLAR IF USED 6. FOR SPIGOT TO MAIN PIPE WELDING AND REINFORCING COLLAR IF USED SEE C
AY58—4—2-2.
SIDE VIEW
7. SPIGOT HAS SPECIAL PIPE WALL THICKNESS FOR ADDED CORROSION RESISTANCE.
J_ [10/2008 SHEET TITLE, DRAWING LABELS & NOTES REVISED ALSO GASKET TYPE, | FR | FF &D IT SHALL COMPLY WITH ASTM/ASME B36.10M—1985. USING "EXTRA—STRONG'.
MMR, NOTES 9 & 10 ADDED ALSO TABLES INTEGRATED AR, 8. BOLTS, NUTS AND WASHERS SHALL COMPLY WITH AS 4291
I 04/2007 NOTES & OLD GENERAL NOTES, TITLE LINE 2, LABEL FOR FR FF JD (INCLUDING ALL ASSOCIATED AUST. STD. PARTS).
SPIGOT RADIUS, PRODUCT NUMBERS, FASTENER PROPERTY CLASS, | i
FLANGE PRESSURE CLASS, PLAN NUMBER, SPIGOT DETAILS, PRESSURE RATING OF THE MANHOLE MAY BE GOVERNED BY THE PRESSURE RATING OF
DEPICTION OF FLANGE WELDING & GASKET THICKNESS, REVISED THE MAIN PIPE.
ALSO REFERENCE FOR WELDING TO MAIN PIPE & LABEL
FOR GLUING OF GASKET ADDED ALSO LABEL FOR ORDERING FOR FLANGE BOLT TIGHTENING SEQUENCE RFEQUIREMENTS SEE AY58—17—1.
PRODUCT NO., IRRELEVANT 'PCD’ & 'DIA. A’ LABELS DELETED
ISSUE | DATE | GRID REVISION DRN | REC | APPD
DES CALC RECOMMENDED 06/10/1995 WATER CORPORATION ORIGINAL  |p
w7070 w.C. PIPE FITTINGS STANDARD — DS 65 SHEET
DES CHD WATER SUPPLY PLANNING & DESIGN ATER é%%%%mow MANHOLE SPIGOT  WATER APPLICATIONS SIZE
DRN APPROVED 06/10/1995 ( ' A 5
G.BURTON W.e PORATION |rp A 18869 PLAN CAD |ISSUE
Q.C. CHD
WATER AUTHORITY WATER SUPPLY PLANNING & DESIGN PROJECT AYS8—4—-2-1 J MF??//0/05
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