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GATIC INSERT DETAIL

DIAGRAMMATIC

CEMENT MORTAR JOINT

! E S R

(COVERS NOT SHOWN)

'AMIAD D-050°(SQUAT TYPE)
DOUBLE AIR VALVE OR
‘VENT—O—MAT 100~RBX—16WC"
(SQUAT TYPE) OR CSA FOX A\
DOUBLE AIR VALVE PN18

LINER PROFILED TG
Su!

1000 LONG x 200 WIDE x 100 DEEP

MASS CONCRETE STRIP FOQTING
TYPICAL BOTH SIDES

NOTE: D.AV. PITS NOT TO BE
LOCATED UNDER ROAD PAVING

TIC INSERTS (4 OFF) TO BE INCORPORATED
INTO COVER

STANDARD MANHOLE FRAME AND COVERS
(REFER DRG EG20~6-3)

COVER

TO BE SUITABLY VENTED

/-' CONVERSION SLAB

EXISTING G.L.
VSIS
8| —SEE NOTE 8
2 GALVANIZED M.S.
*KEYSTONE F631’ g s.
ey W gl v A\
- © DN1050 R.C.
"
fgé AIR VALVE MANHOLE LINER,
LENGTH TO SUIT.

HECK B.V. DISC CLEARANCE WITH FLANGES

OPERATION

lc
AND CEMENT LINING TO ENSURE FREE

SECTION .
=/

50 THK POLYSTYRENE OR

PIPE——\ /_ SIMILAR FLEXIBLE FILLER

NOTE:

DRAWING CURRENTLY UNDER
REVIEW FOR PREVENTION OF
FALL REQUIREMENTS.

GENERAL NOTES

1. EXPOSED MILD STEEL FITTING COATING DAMAGED DURING TRANSIT OR BY FIELD
WELDING SHALL BE REINSTATED BY THE APPLICATION OF TWO OR MORE COATS
OF EPOXY ZINC RICH COATING SIMILAR TO ‘DULUX ZINCGALV 2' OR SINGLE
PACK, STYRENE BASED, ZINC RICH COATING SIMILAR TO ‘DIMET ZRP 10°.

2. BRICKS TO BE FACING OR COMMON BURNT CLAY METRIC STANDARD BRICKS

MINIMUM GRADE "B" TO A.S. 1225.

3. MORTAR TO HAVE A 28 DAY COMPRESSIVE STRENGTH OF 11MPa TO AS 2701.

4, ALl CONCRETE TO BE GRADE N25 AND IN ACCORDANCE
. MILD STEEL LADDER TO COMPLY WITH AS. 1857.

w

6. MILD STEEL LADDER AND VALVE SPINDLE SUPPORT BRACKET SHALL BE HOT DIP
A GALVANISED AFTER FABRICATION TO AS/NZS 4880, ANY DAMAGE TO HOT DIP
GALVANISING SHALL BE REPAIRED IN I'L‘CORDANCE WITH WATER CORPORATION'S

283

_ o C
\— 7. PRDPRIETARY PRECAST CONCRETE ITEMS SHALL BE ACCEPTABLE TO THE WATER
CRUSHED ROCK BASE RATION
100 DEEP . VALVE ARRANGEMENT SHOWN IS ONLY SUITABLE FOR PN16. FOR PN21 AND
HIGHER PRESSURE APPLICATIONS, COVER TO BE INCREASED TO SUIT,
. IT SHALL NOT BE PERMISSIBLE TO REMOVE THE MANHOLE FRAME, COVER OR
v R R T o o oo
PEE/BRANCHHING SECTION ﬂ N A oy A TEMPRARY FORTABLE POST AND RALL SYSTEM ALL ARGUND THE OPENING,
v 10. PITS ASSESSED AS NECESSARY SHALL BE FITTED WITH A DAVIT MOUNTING BASE
% %q FOR CONFINED SPACE ENTRY & RESCUE UTILISING A DAVIT & WINCH.
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& MS LADDER ADDED " REQUIRED. REFER TO DRG IP76-5-3 FOR DETALL.
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