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WATER TYPICAL ARRANGEMENT

FLUSHING POINT INSTALLATION DN100 & DN130
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INSTALLED TO AN EQUAL STANDARD OF CONSTRUCTION ALONG THE FRONTAGE OF THE ERLA LEVEL BED OF BRICKS WHICH HAVE BEEN FIRMLY SET ON AND INTO WELL COMPACTED
LAST PROPERTY SERVED ‘
5 THE EXCAVATED TRENCH WITHIN 500MM OF THE INSTALLED FLUSHING POINT 6. FOR TEMPORARY ARRANGEMENT THE UNDER BOX AND CI METER COVER MAY BE OMITTED IF
SHALL BE FILLED WITH SAND IN 150mm. LAYERS AND EACH LAYER SHALL BE WELL APPROVED BY WATER CORPORATION. ALL TEMPORARY ARRANGEMENTS REQUIRE USE OF C
COMPACTED MARKER POST AS PER KA76—1—1 BEING FLUSHING POINT MMR 20984
3. THRUST SUPPORTS ARE INTENDED TO RESIST AN ASSUMED 1200 KPA MAXIMUM 7. WELL COMPACTED FILL SHALL PROVIDE A FILL PENETRATION RESISTANCE.
THRUST AGAINST COMPACT UNDISTURBED SOIL OR WELL COMPACTED FILL MATERIAL (a) OF AT LEAST 7 BLOWS PER 300mm OF PENETRATION, WHEN TESTED IN ACCORDANCE WITH
4. GATE VALVES SHALL BE TO WATER CORPORATION SPS 255. COPPER ALLOY FITTINGS AS1289.6.3.3, FOR SAND OR
SHALL BE TO AS 3688 AND AS 2345. GATE VALVES SHALL BE RP2/50 X RP2/50 (b) EQUIVALENT TO 92% MODIFIED DRY DENSITY, WHEN TESTED IN ACCORDANCE WITH
(MMR 1813). TUBE ADAPTORS SHALL BE DN50 CAPILLARY X R2/50 (MMR 1799). AS1289.5.4.1, FOR GRAVEL.
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