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HYDRANT ROAD MARKING

NOTES:
1.

FINISHED LETTERING ON KERB SHALL BE GILL SANS BOLD FONT AT LEAST 10mm WIDTH.

2. MARKING SYSTEM USED SHALL BE EITHER APPROVED ROAD MARKING PAINT OR APPROVED
THERMOPLASTIC COMPONENTS TO AS4049 THAT INCORPORATE REFLECTIVE GLASS BEADS.
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DURING THE APPLICATION PROCESS ADDITIONAL GLASS BEADS TO AS2009 SHALL BE ADDED TO THE
SURFACE OF THE PAINT OR THERMOPLASTIC TO ENHANCE THE REFLECTIVITY OF ALL MARKINGS.

SOLID TRIANGLE SHALL POINT TO LOCATION OF VALVE, FLUSHING POINT OR HYDRANT.
HYDRANT KERB MARKING A’ TO BE APPLIED ONLY IF KERB IS PRESENT.
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HYDRANT ROAD MARKING ’H’ TO BE APPLIED TO ROAD SURFACE ONLY WHEN KERB IS NOT PRESENT. C
HYDRANT ROAD MARKING ’H’ TO BE POSITIONED 1000mm FROM CENTRE OF ’H’ TO EDGE OF THE SEAL.
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