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10 | DN100 SN10 PVC Pipe uPVC #N/A AN/A AS/NZS1260 -
9 | OD32 90° Elbow PP 0D32 PE c/w O Ring Seal 0D32 PE c/w O Ring Seal AS/NZS4129 [20168
8 | OD25 90° Elbow PP 0D25 PE c/w O Ring Seal 0D25 PE c/w O Ring Seal AS/NZS4129 [18369 NOTES:
5 | Stand—up Protector PE100 #N/A #N/A BD64—9—1 20245 )

1. SHORT DUAL SERVICE CONNECTIONS SHALL BE DN20 (OD25 PE PIPE) AND LONG DUAL SERVICE CONNECTIONS
SHALL BE DN25 (OD32 PE PIPE).

2. REFER TO DRAWINGS BD62-8-8 & BD62—8—10 FOR SERVICE CONFIGURATION AND FITTING DETAILS.

3. EACH PRELAID SERVICE INCLUDING DRY WATER MAIN TAPPINGS, SERVICE PIPELINE AND STOP TAP SHALL BE
INSTALLED AT THE TIME OF WATER MAIN INSTALLATION. EACH SERVICE RISER PIPE SHALL BE PROTECTED BY MEANS
OF A STAND—UP PROTECTOR IN ACCORDANCE WITH DRAWING BD64-9-1.

4., EACH SERVICE CONNECTION ASSEMBLY SHALL BE PRESSURE TESTED AND MAINTAINED IN LIVE CONDITION WITH IT'S
BALL VALVE SEALED WITH A SPECIAL SECURITY PLUG.
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