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NOTE : 1. THREADOLET AND INSTALLATION TO BE IN ACCORDANCE WITH AS4041.  THREADOLET AND INSTALLATION TO BE IN ACCORDANCE WITH AS4041.  2. UNLESS OTHERWISE SPECIFIED, MATERIAL TO BE SS GRADE 316L. UNLESS OTHERWISE SPECIFIED, MATERIAL TO BE SS GRADE 316L. 3. DISSIMILAR WELD OF SS TO CARBON STEEL REQUIRES E309MOL ELECTRODE OR SIMILAR.  DISSIMILAR WELD OF SS TO CARBON STEEL REQUIRES E309MOL ELECTRODE OR SIMILAR.  4. WELD TO BE FULLY FILLED, TO PROVIDE MAXIMUM LIFE AGAINST CORROSION, IRRESPECTIVE OF WELD TO BE FULLY FILLED, TO PROVIDE MAXIMUM LIFE AGAINST CORROSION, IRRESPECTIVE OF THE MAIN PIPE PRESSURE RATING.  5. THREADOLET ARE NOT EXPECTED TO LAST AS LONG AS A NEW PIPE. PREFERENCE IS TO USE THREADOLET ARE NOT EXPECTED TO LAST AS LONG AS A NEW PIPE. PREFERENCE IS TO USE BRANCH OFFTAKE WHERE PRACTICAL.  6. NOT FOR BURIED LOCATIONS. LOCATE ONLY WHERE CAN BE INSPECTED AND REPLACED.  NOT FOR BURIED LOCATIONS. LOCATE ONLY WHERE CAN BE INSPECTED AND REPLACED.  7. MAXIMUM THREADOLET SIZE LIMITED TO THE LESSER OF 50MM OR 0.25 PIPE OD.  MAXIMUM THREADOLET SIZE LIMITED TO THE LESSER OF 50MM OR 0.25 PIPE OD.  8. UNLESS OTHERWISE SPECIFIED. INTERNAL LINING REPAIR TO DURABILITY SPECIFICATION M8. UNLESS OTHERWISE SPECIFIED. INTERNAL LINING REPAIR TO DURABILITY SPECIFICATION M8. 9. UNLESS OTHERWISE SPECIFIED. EXTERNAL COATING REPAIR TO DURABILITY SPECIFICATION M2.UNLESS OTHERWISE SPECIFIED. EXTERNAL COATING REPAIR TO DURABILITY SPECIFICATION M2.
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