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JOINT INTERNALLY JOINT NOT INTERNALLY
LINE PIPE PLATE PLATE | GEMENT RENDERED RENDERED ALLOWANGE | ALOWANGE
o PRODUCT No. (SEE NOTE 5) |gopeno e | THICKNESS | THICKNESS | MORTAR | °H’ AT 350 AT 210
: LARGE END | SMALL END | LINING 'e*  |MATERIAL MASTER| ‘g |MATERIAL MASTER HERD HEAD
MIN | RECORD (MMR) | MIN | RECORD (MMR)
1 | R=150 STD x 100 STD—350m 80 - 10.97 8.56 9 140 | N/A N/A 100 N/A 6 6 A
2 | R—200 STD x 100 STD—350m 80 12.7 8.56 9 152 | N/A N/A 100 N/A 6 6
3 | R—200 STD x 150 STD—350m 80 12.7 10.97 9 152 | N/A N/A 100 N/A 7 8
4 | R-300 STD x 150 STD—350m 80 14.48 10.97 12 203 | N/A N/A 100 N/A 7 8
5 | R-300 STD x 200 STD—350m 80 17.48 12.7 12 203 | N/A N/A 100 N/A 8 9
6% | R—400 STD x 200 STD—340m 40 12.7 8.18 12 356 | N/A N/A 100 N/A 3.9 5
7 | R—400 STD x 300 STD—350m 40 12.7 10.31 12 356 | N/A N/A 100 N/A 4 6 B
8+ | R—500 STD x 300 STD—350m 40 15.09 10.31 12 508 | N/A N/A 100 N/A 4 6
9 |R-500 STD x 400 STD—350m 40 15.09 12.7 12 508 | N/A N/A 100 N/A 5 8
10+« | R—600 STD x 400 STD—350m 40 17.48 12.7 12 508 | N/A N/A 100 N/A 5 8
11 | R—600 STD x 500 STD—350m 40 17.48 15.09 12 508 | N/A N/A 100 N/A 6 9
12+« | R—900 STD x 600 STD—330m 40 19.05 17.48 16 610 | N/A N/A 200 N/A 3 9
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| NOTE :
| | _ 1 1.  REDUCERS SHALL BE CONCENTRIC IN ACCORDANCE WITH ANSI B16.9 c
| _/_ (DIMENSIONS TO TABLE 12) MADE OF ASTM A234 (Gr. B) WPB GRADE STEEL.
L] 2. WELDING SHALL COMPLY WITH AS 4041 — PIPEWORK CLASS 2P.
EXTENDED LEG FOR 3. FITTINGS DN600O AND LARGER SHALL HAVE AN INTERNAL BACKING WELD.
W ' CONVEX WELDING BAND 4.  WHERE JOINING TO A PIPE USING A CONVEX BAND, THAT LEG SHALL BE
. (SEE NOTE 4) EXTENDED TO DIMENSION 'E’.
5. FITTINGS MARKED WITH * MAY NOT BE WIDELY AVAILABLE. THE DESIGNER
SHOULD CHECK AVAILABILITY PRIOR TO SPECIFYING.
‘6. CEMENT MORTAR LINING SHALL COMPLY WITH M8 OF WATER CORPORATION'S DS95. |
7. CORROSION ALLOWANCES ARE BASED ON ANSI B16.9 DIMENSIONS AND ASTM A234
(Gr. B) WPB SEAMLESS REDUCERS. CALCULATIONS IN ACCORDANCE WITH
AS 4041 — 2006 (AVAILABLE IN AQUADOC 19272925).
8. REDUCER ALLOWABLE PRESSURE RATING BASED ON 4mm CORROSION ALLOWANCE
AND 350m MAXIMUM.
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