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GUIDELINES:

FOR MORE INFORMATION REFER TO OUR TRADE WASTE WEB PAGE
http://www.watercorporation.com.au/tradewaste
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LN

PLEASE NOTE THIS DRAWING IS NOT A STANDALONE DOCUMENT
AND MUST BE READ IN CONJUNCTION WITH PUB23—-B (GREASE
ARRESTORS INSTALLATION GUIDELINES) AND LATEST VERSION OF
THE PLUMBING LICENSING BOARD'S TECHNICAL NOTE — TRADE
WASTE APPLICATIONS.

ALL MEASUREMENTS SHOWN IN MILLIMETRES.

ACCESS COVERS TO COMPLY WITH LATEST VERSION OF AS 3996.
ALL ASSOCIATED PLUMBING WORK IS TO COMPLY WITH THE
PLUMBERS LICENSING AND PLUMBING STANDARDS REGULATIONS
2000 (THE PLUMBING REGULATIONS) AND LATEST VERSIONS OF
AS/NZS 3500.1 AND AS/NZS 3500.2.

APPLICABLE WHERE UNIT IS LOCATED IN AREA THAT IS SUBJECT
TO PONDING OR ON OPEN UNSEALED GROUND IN A
NON—TRAFFICABLE AREA. IF AREA IS SEALED THEN GROUND MUST
BE GRADED AWAY FROM FINISHED LID LEVEL OR SAMPLE POINT
TO PREVENT INGRESS OF WATER.

GREASE ARRESTOR TO BE A WATER CORPORATION APPROVED
PRODUCT. REFER WATER CORPORATION WEBSITE FOR LIST OF
APPROVED PRODUCTS.

IF SAMPLE POINT IS LOCATED IN A DRIVEWAY AREA OR SUBJECT
TO STORMWATER INTRUSION, THEN IT MUST BE SEALED AND
VENTED IN ACCORDANCE WITH TYPICAL DRAWING HX33—10-—-10.
IF INSTALLED IN GARDEN BED, GRASSED AREA OR THE LIKE
THEN FINAL FINISH OF THE ENTIRE LENGTH AND WIDTH OF THE
COVER BASE MUST BE OF SOLID MATERIAL (PREFERRABLY
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