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OFFICIAL 

REVISIONS TO DS63 WATER RETICULATION DESIGN STANDARD 
 

The major changes are listed below: 

• Design criteria simplified (Cl 2.2.1.1); 

• Trenchless design requirements updated (Cl 2.2.1.8); 

• Table 3.1 updated to include DN50 tapping bands and end of line flushing valve. General 

updates to referenced standards; 

• Table 3.1 notes updated including tapping bands (6), Class B cover and frame applications 

(14). General updates to referenced standards; 

• Accreditation programs updated (Cl 4.1.3); 

• Clarified protection of steel pipes (h) and threaded connection (i) requirements (Cl 4.4.5.2); 

• Clarified applications for Class B cover, frames and surrounds (Cl 4.4.5.4); 

• Table 4.3 clarified length of standard cover; 

• Added requirements for puddle flanges (Cl 4.4.5.6);  

 

Transitioning to using DN63 copper alloy compression fittings where polypropylene fittings were 

previously used (refer drawings BD62-7-1, BD62-7-3 & BD62-8-9). Changes have been made to the 

following drawings: 

 

• AQ71-1-3 – revision I 

• AQ71-3-1 – revision K 

• BD22-5-8 – revision G  

• BD62-2-1 – revision O 

• BD62-2-2 – revision J 

• BD62-7-1 – revision J 

• BD62-7-3 – revision K 

• BD62-8-9 – revision I 

• BD62-8-15 – revision S 

• BD62-8-24 – revision Q  

• BD62-8-36 – revision E 

• BD64-3-1 – revision F 

• BD64-8-3 – revision I 

 

Compliance with the previous version of DS63 will continue to be acceptable for works with start-up 

meetings until 01 October 2026. 

 

This Update Bulletin is a summary only of major changes to DS63 and is not a substitute for the 

Standard.  The reader shall refer to DS63 for a full account of changes made. 

 

Enquiries regarding the above revisions can be directed to 

Engineering.StandardsEnquiries@watercorporation.com.au. 


