SIOSTM-030

REVISION TABLE

MAIN COMPONENTS
1 SI0STM-30 COMPLIANCE FILTRATION

2 ASM DS25 PUMP
3  RAIN DIVERSION VALVUE

4 CONTROL PANEL
5 OIL COLLECTION

SINGLE PHASE POWER TO BE CONNECTED
BY OTHERS

(B\> OWS DISCHARGE CONNECTED TO SEWER BY
/" OTHERS

(g\\ ASM PUMP SUCTION TO BE CONNECTED
~~ DURING INSTALL

f\/R> RAIN DICERSION DISCHARGE

(W\ WASH WATER TO BE PLUMBED THROUGH
"~ THE FLOW DETECTION CIRCUIT
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RAINWATER DIVERSION TO BE
CONNECTED TO STORMWATER

GUPFER PUMP TO BE CONNECTED
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MAIN COMPONENTS
1 GUTTER PUMP 25L/M

2 CMS-OWS SOLIDS FILTRATION and
OIL-WATER SEPARATION

3  RAIN DIVERSION VALVE

- SINGLE PHASE POWER TO BE CONNECTED
BY OTHERS

‘,/;\\ SEWER DISCHARGE (PUMPED) TO BE

.~/ CONNECTED BY OTHERS

(/I;\‘ RAIN WATER DIVERSION TO BE CONNECTED
"/ TO STORM WATER BY OTHERS

(/B\) SLUDGE DRAIN OPTIONALLY TO BE
*._/ CONNECTED TO SEWER BY OTHERS

(’fw\\] WASH WATER TO BE PLUMBED THROUGH
" THE FLOW DETECTION CIRCUIT

PROJECT HOLD POINTS

GUTTER PUMP SUCTION PIPE TO BE 10m
MAXIMUM. PLUMB IN DN25 IF UP TO 5m.
PLUMB IN DN50 IF BETWEEN 5m AND 10m

FOR OWS MAINTENANCE PURPOSES,
VERTICAL CLEARANCE ABOVE CMS-OWS
SHOULD BE AT LEAST 800mm

HORIZONTAL CLEARANCE ON THE LEFT SIDE

5

B 4;. % OF THE SKID (FRONT VIEW) SHOULD BE AT
‘ 3 LEAST 500mm
b GRAVITY DISCHARGE RESTRICTION FOR
' SYSTEM OUTLET TO SEWER
o]
RIGHT
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